







































































WORM GEAR REDUCER SERIES A, B, C, D, E, & F
The following instructions apply to standard Worm Gear Reducers. When ordering parts or request-
ing information specify all information stamped on the reducer nameplate. The nameplate will also
identify the type of lubricant to be used. For all Worm Gear Reducers, the Air Motor must be
mounted so that intake and exhaust piping is at a 90°angle to the centerline of the Reducer Output

Shaft.

TO CHANGE OUTPUT SHAFT DIRECTION
To change the hand of a unit from left hand to right hand, or vice versa, the following instructions
apply:
1. Remove drain plug and drain oil from unit.
2. Remove end cover and seal cage cap SCrews; then while supporting output shaft remove
end cover and shims from the unit
3. Remove output shaft and seal cage together from extension side. NOTE: Keep shims
with their respective seal cage and end cover.
4. Insert seal cage, shims and sub-assembly into the housing from the side opposite from
which they were removed. Insert seal cage cap screws and tighten with light pressure.
5. Assemble end cover and shims. Insert end cover cap SCrews and tighten with light
pressure. ’
6. Turn high speed shaft in'both directions to see that gear train is running freely.
7. Cross tighten seal cage and end cover cap SCrews to torques listed below.

CAPSCREW TIGHTENING TORQUE

Capscrew Diameter 1/4 - 20 UNC 5/16 - 18 UNC 3/8 - 16 UNC
Torque (in. Ibs.) Dry 96 204 360
Reducer USEWITH RATIO LOCATION OF
Part No. AIRMOTOR OUTPUT SHAFT

MODEL
AGB03 4AM 20:1 Std. Location
AGBO0S 4AM 40:1 Std. Location
AGBO7 4AM 60:1 Std. Location
AGB09 6AM 10:1 Std. Location
AG811 6AM 20:1 Std. Location
AGB16 8AM 20:1 Std. Location




